EASA PAD No.: 24-039

y EASA Notification of a Proposal to issue
an Airworthiness Directive
European Union Aviation Safety Agency

PAD No.: 24-039

Issued: 05 April 2024

Note: This Proposed Airworthiness Directive (PAD) is issued by EASA, acting i
Regulation (EU) 2018/1139 on behalf of the European Union, its Member
European third countries that participate in the activities of EASA under Artic
Regulation.

In accordance with the EASA Continuing Airworthiness Procedures, the Executive Director is proposing the issuance o
(AD), applicable to the aeronautical product(s) identified below.

the consultation date indicated.

Design Approval Holder’s Name: Type/Mo
AIRBUS S.A.S. A320 and A32

Effective Date: [TBD - standard: 14 days after AD issue dat

TCDS Number(s): EASA.A.064
Foreign AD: Not applicable
Supersedure: None

ATA 25 - Equipment/Furnishing ency Location Transmitter Protection Tray
— Replacement

Manufacturer(s):
Airbus

The SB: Airbus Service Bulletin (SB) A320-25-1CEX.

Affected part: Emergency Location Transmitter (ELT) bracket having Part Number (P/N) A0861.

Serviceable part: ELT bracket with a crash protection having P/N A0861-1-CP (in the SB A0861-1CP).
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Groups: Group 1 aeroplanes are those having an affected part installed. Group 2 aeroplanes are
those that do not have an affected part installed.

Aeroplane date of manufacture: The date of transfer of title (ownership) of the aeroplane upon
delivery by Airbus to the first operator, which is referenced in Airbus documentation.

Reason:

It was determined that the installation of the ELT P/N 500-12Y in combination with the affected part
was not fire-tested in accordance with ETSO-C142a, resulting in a non-compliance with
requirements on protection against lithium battery burst/explosion in case of thermal runaway:

This condition, if not corrected, may lead to serious injuries of aeroplane occupants.

To address this potential unsafe condition Airbus issued the SB, providing instructions to replace the
affected part with a serviceable part.

For the reasons described above, this AD requires replacement of the affected parts by serviceable
parts and prohibits installation of an affected part.

On the issue date of this AD, no modification instructions,have been issued by Airbus to install an
affected part on aeroplane in service. This AD is thérefore applicable only to those MSN on which an
affected part has been installed in production.

Required Action(s) and Compliance Time(S):
Required as indicated, unless accomplished previously:

Replacement:
(1) For Group 1 aeroplanes: Within'72 months dfter aeroplane date of manufacture, replace the
affected part with a serviceablé part;in accordance with the instructions of the SB.

Part(s) Installation:
(2) Do not installlan‘affected part on any aeroplane as required by paragraph (2.1) or (2.2) of this
AD, as applicable (seesNote 1 of this AD).

(2.1) For Group 1 aeroplanes: After replacement of the affected parts as required by paragraph
(1) of this'AD.

(2.2) ForiGroup 2 aeroplanes: From the effective date of this AD.
Noted:Removal of an affected part from an aeroplane and subsequent reinstallation of that
affected part on the same aeroplane, accomplished during a single maintenance visit, is not

considered as ‘install’ as specified in paragraph (2) of this AD.

Ref. Publications:
Airbus SB A320-25-1CEX original issue dated 13 November 2023.

1 ':- TE.CAP.00112-009 © European Union Aviation Safety Agency. All rights reserved. ISO9001 Certified. Page 2 of 3

ok Proprietary document. Copies are not controlled. Confirm revision status through the EASA-Internet/Intranet.

*
*
*

An agency of the European Union



EASA PAD No.: 24-039

The use of later approved revisions of the above-mentioned document is acceptable for compliance
with the requirements of this AD.

Remarks:
1. This Proposed AD will be closed for consultation on 03 May 2024.

2. Enquiries regarding this PAD should be referred to the EASA Safety Information Section,
Certification Directorate. E-mail: ADs@easa.europa.eu.

3. Information about any failures, malfunctions, defects or other occurrences, which may be
similar to the unsafe condition addressed by this PAD, and which may occur, or have 6ccurred
on a product, part or appliance not affected by this PAD, can be reported to the EUaviation
safety reporting system. This may include reporting on the same or similar components, other
than those covered by the design to which this PAD applies, if the same Unsafe condition can
exist or may develop on an aircraft with those components installed. Such components may be
installed under an FAA Parts Manufacturer Approval (PMA), Supplemental Type Certificate
(STC) or other modification.

4. For any question concerning the technical content of the requirements.in this PAD, please
contact: AIRBUS — Airworthiness Office — 11ASA; E=mail: account.airworth-eas@airbus.com .
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