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2010-0273 2010-12-22 TURBOMECA ARRIEL 1 Engine - Module M03 (Gas Generator) -
Second Stage Turbine Nozzle Guide Vane -
Inspection/Replacement

2010-0272-E 2010-12-22 AGUSTA AB 204B, AB 205A1, AB 206, AB 212, AB 412, Tail Rotor - Tail Rotor Blades - Identification /

AB 412EP Replacement

2010-0274-E 2010-12-22 AIRCRAFT INDUSTRIES L 23 Super Blanik Horizontal Stabilizer - Rear Attachment Fitting -
Inspection / Replacement

2010-0269-E 2010-12-22 PIAGGIO P180 Fuselage - Fuselage Drain Holes - Inspection /
Rework / Functional Test

2010-0271 2010-12-22 AIRBUS A330, A340 Auto Flight - Auto Pilot & Auto-Thrust
Disconnect - Operational Procedure

US-2010-26-03 2010-12-22 HAWKER BEECHCRAFT CORPORATION B200, B300 Ice and Rain Protection - Inspection /
Replacement / Placard Installation

2010-0266 2010-12-22 ROLLS-ROYCE PLC RB211 TRENT 500, RB211 TRENT 700, [Correction] Engine - Intermediate Pressure

RB211 TRENT 800 Compressor Rotor Shaft and Balance Weights -

Inspection

US-2010-24-13 2010-12-21 BOEING 747 Fuel

2010-0242R1 2010-12-21 ROLLS-ROYCE PLC RB211 TRENT 900 Engine - High Pressure / Intermediate Pressure
(HP/IP) Structure - Inspections

2010-0267 2010-12-21 AIRBUS A330, A340 Flight Controls - Wing Tip Brakes (WTB) -
Operational Test

2010-0268-E 2010-12-21 EUROCOPTER DEUTSCHLAND BK 117 Electrical Power - Starter/Generator Switch Off -
Revised Flight Manual Procedure

US-2010-24-11 2010-12-21 BOEING 737 Wings - Fuel Tank Systems - Inspection /
Repair

US-2011-01-52 2010-12-21 SCHWEIZER 269A, 269B, 269C Fuselage - Tailboom Aft Cluster Fitting Strut
Locknut - Re-Torque / Replacement

US-2010-24-01 2010-12-21 BOEING 737 Wings - Fuel Tank Access Door Cutouts -
Inspection / Repair

2010-0270-E 2010-12-21 EUROCOPTER DEUTSCHLAND BK 117 Auto Flight - Three-Axis-Autopilot Automatic
Level-off Function - Revised Flight Manual
Procedure

US-2010-26-54 2010-12-20 CESSNA LC41, LC42 OPERATION RESTRICTION: DO NOT
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2010-0264 2010-12-20 AIRBUS A330 Time Limits and Maintenance Checks -
Certification Maintenance Requirements - ALS
Part 3 - Amendment
2010-0265 2010-12-17 PZL SWIDNIK Sw4 Main Rotor - Main Rotor Hub - Modification
2010-0263 2010-12-17 BAE SYSTEMS (OPERATIONS) LTD ATP Stabilisers - Elevator Clearance - Inspection /
Measurement / Report
2010-0237R2 2010-12-14 AGUSTA, EUROCOPTER DEUTSCHLAND, AB 139, AW 139, BK 117, EC 135, CAA UK Equipment / Furnishings - Spectrolab Nightsun
Eurocopter UK Ltd, KEYSTONE HELICOPTER, AAN 26529, STC EASA.10028851 , STC XP Searchlight - Inspection / Removal /
SIKORSKY EASA.R.S.01532, STC EASA.IM.R.S.01256, Replacement
STC SR02408NY-D, S92
US-2010-25-04 2010-12-14 BOEING DC-9, MD-90 Fuel - Auxiliary Fuel Tanks - Boost Pumps -
Modification
US-2010-26-52 2010-12-14 BELL 204, 205, 210, 212, 412 Tail Rotor Blades - Identification / Replacement
2010-0262 2010-12-13 ROLLS-ROYCE PLC RB211 TRENT 900 Engine Fuel & Control - Intermediate Pressure
Turbine Overspeed Protection System Software
- Introduction
US-2010-26-53 2010-12-13 CESSNA LC41, LC42 SUPERSEDED BY FAA EMERGENCY AD
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